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XST LRP LEO G-
Standard Centrifugal Pump Booster Pump

Flange Dimensions Application

It is widely used for

@ Pressure boosting for domestic water supply
® Floor heating system
® Solar pumping system

Pump

D ® Automatic pressure boosting

® Anti-rust cast iron pump body

® Noryl impeller with heat resistance up to 150C
G G ® 99% alumina ceramic shaft

@ Liquid temperature: 2°C -60°C

Motor
® |nsulation class: H
® Protection class: IP42
® 99% alumina ceramic bearing
e Copper winding gg':ggﬁg;‘;s Gl
M °
Dimension Drawing Identification Codes
A LRP 15-90 A/ 160
T —l_ Distance between Inlet and Outlet (mm)
9 Automatic
o Max. Head (d
PN16 FLANGES PN16 FLANGES Uﬁ e e .
nie utlet Diameter (mm
DN D M G :9LE; THIEQI)‘I(.ESS DN D M G HOLES MAX. LEO Booster/Circulation Pump

N° ¢ | THICKNESS
32 140 100 78 4 18 18 80 200 160 138 8 18 22

40 150 110 88 4 18 18 100 220 180 158 8 18 22
50 165 125 102 4 18 20

65 185 145 122 4 18 20

LRP15-90A/160 129 160 120 G4
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Booster Pump
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Max. Flow Max. Head
(I/min) (m)

POWER (W)

Inlet/Outlet Pipe Size
(mm) (inch)

LRP15-90A/160 1~230V/50Hz 123 25 9 015 1 homes powered by solar energy, industrial auxiliary equipment
cold and hot water circulation and so forth
@ Water circulation for the central and district heating system
® Domestic hot water circulation
Materials Table
m Part Material
1 Rotor
2 Thrust bearing adjusting mat Noryl 20 Pump
3 Thrust bearing rubber mat Silicon rubber @ Bronze or anti-rust cast iron pump body
4 Thrust bearmg Grapr_"te ® Noryl impeller with heat resistance up to 150C
d e — ® 99% alumina ceramic shaft
6 Pump support cover Stainless steel
7 Check ball Silicon rubber ® Liquid temperature: 2°C - 110C
8 Impeller PPO
9 Pump body Cast iron/bronze
10 Pump body insert Stainless steel
1 Body gasket Motor
2 Reaijbealing Bli200) @ Insulation class: H
:j C;a:r;’;g;“s?eal zt:gis:;:)e:r' ® Protection class: P44 Connectorts
15 Stator cover(front) PAG6 ® 99% alumina ceramic bearing onrednes Gl
16 Motor stator with winding ° Copper Winding G114" G1" °
17 Stator cover(back) PAGG ® Three speed motor
18 Housing ADC12
19 Cable outlet nut ABS . .
20 Button ABS G2" G11/2n G114" G1" G%u
21 Terminal box PAG
22 Regulation switch
23 Capacitor 8
24 Terminal cover ABS ' A B c
25 Flow switch assembly R (i) | Qi) | Gy DimenSion DraWi ng
LRP15-40/130 130 | 130 | 125 G1
LRP15-40B/130 | 130 | 130 | 125 G1
LRP20-40/130 130 | 130 | 125 | G1.25 A
10 P LRP25-40/130 | 130 | 130 | 125 | G15 .
LRP25-40/180 130 | 180 | 125 | G1.5
I~ L — t LRP32-40/180 | 135 | 180 | 125 | G2 HHHH
N \\‘/// . LRP15-50/130 130 | 130 | 125 G1 = b@ @ @ o :
B /// LRP15-50B/130 | 130 | 130 | 125 G1 i
z 6 | g0 LRP20-50/130 130 | 130 | 125 | G1.25 — —
§ { LRP25-50/130 130 | 130 | 125 | G1.5 o
-% . \‘ L 60 LRP25-50/180 130 | 180 | 125 | G1.5 c i ol
£ LRP32-50/180 135 | 180 | 125 G2 D
g - 40 LRP15-60/130 130 | 130 | 125 G1 W
[ 2 N LRP15-60B/130 | 130 | 130 | 125 G1
2 N | f LRP20-60/130 | 130 | 130 | 125 | G1.25 A 8
\ LRP25-60/130 130 | 130 | 125 | G1.5
%0 03 06 0.9 12 py ma/% LRP25-60/180 | 130 | 180 | 125 | G1.5
' ' ' ' ' ™ min LRP32-60/180 | 135 | 180 | 125 | G2 A B C D
0 ® 10 19 2 2 LRP25:70/130 | 130 | 130 | 125 | G1.5 (mm) ~(mm) ~(mm) (mm)
Capacity Q> LRP25-70/180 130 | 180 | 125 | G1.5 LRP21-40F/120 | 130 120 125 80 M10
LRP15-90A/160 LAP32-70/180 | 135 | 180 | 125 | G2 LRP21-50F/120 | 130 | 120 | 125 | 80 | M10
LRP25-80/180 154 | 180 | 134 | G1.5
QH LRP25-120/180 | 155 | 180 | 148 | G1.5 LRP21-60F/120 | 130 120 125 80 M10
Q-P LRP32-80/180 168 | 180 | 137 | G2 LRP21-70F/120 | 130 120 125 80 | M10

Application

® |t is widely used for heating ventilating and air conditioning
(HVAC) circulation, pressure boosting of hot water in family,




